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When was the last time you

felt like your technology intuitively

knew what you wanted to do next?

When was the last time you

wished you could skip the menu tree and get to

the screen you wanted with a button push or two?

When was the last time you

bragged about your avionics suite to your friends?

Talk to pilots around the world about why they chose Avidyne and you’ll 

hear a few common themes.

Sure, they turn to us to learn what the future of avionics will look like. 

They’ll point to our ease of use. They’ll even say we’re more focused on 

engineering excellence and product performance than publicity. If that’s 

a character flaw, we’ll take it.

One thing is clear. They’ll tell you that they don't just like us. They love us. 

That's something we’re proud of.

WANT TO READ MORE?

Larry Levin

Dual IFD540 Pilot

Socata Trinidad owner 

JUST LISTEN TO THEM.

Tony Cancel

IFD540 Customer,

Beech Bonanza Owner

“I chose the Avidyne 540 because it’s much more intuitive 

to use. You can get to the different screens much faster. 

My favorite feature is the flight management system. 

Complex clearances are simple to program.”

“The best feature of the Avidyne 540 is the 

ease of entering flight plans. It literally takes 

about a minute to enter it all in and route 

changes take literally seconds too.”  

AMX240

The AMX240 is a full-featured audio 

panel with 6-place VOX intercom and 

added capabilities to monitor standby 

frequencies when paired with an IFD. 

TAS-A SkyTrax100

AXP340

The AXP340 (and AXP322 remote 

transponder) are Mode ES transponders 

that meet the ADS-B 2020 mandate 

(when paired with an approved GPS). 
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The TAS-A puts the pilot's mind at ease by not 

only actively interrogating transponder traffic 

but incorporating the ADS-B data and creating 

an even more accurate picture of threats.

The SkyTrax100 ADS-B receiver brings 

ADS-B traffic and weather onto Avidyne 

MFDs and IFDs.

Range

ADS-B Range

Vertical Range

Altitude Limit

ARINC429 Heading Input*

# Targets Displayed

# Targets Tracked

Active Interrogation

VeriTAS™

7nm

N/A

± 3,500

18,500

No

30

50

Yes

No

13nm

20nm

± 5,500

55,500

Yes

30

50

Yes

Yes

17nm

30nm

± 5,500

55,500

Yes

30

50

Yes

Yes

21nm

40nm

± 10,500

55,500

Yes

30

50

Yes

 Yes



2010
First digital retrofit autopilot with Env 
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Compatibility

Avidyne’s IFD-series supports the largest range of ADS-B compliant solutions on 

the market – from ADS-B out transponders to weather and traffic advisory systems.

Connectivity

Our IFD series GPS navigator is designed with built-in Bluetooth and WiFi, connecting 

you to your preferred tablet or wireless keyboard and with a growing roster of third 

party apps. From partners such as Seattle Avionics and Flight Plan Go to Cloud Ahoy 
and ForeFlight, Avidyne is leading a growing network of app developers to 

continuously bring better functionality to your avionics suite.  

Synthetic Vision

Synthetic Vision gives you the pilot’s eye view right on your navigation screen, 

with your choice of an out-the-window view or an in-trail view. While others charge 

more for this, we bundle this as part of our standard offering. 

2007
First color tactical lightning sensor for GA 
(TWX670)

Avidyne proudly designs and 

manufactures our products

in the United States at our

factory in Melbourne, FL.

MEET THE LINE-UP

The move to ADS-B is mandated in U.S. 

airspace by 2020 as well as in controlled 

airspace in many other countries around the 

world. This means a large number of aircraft 

owners need to upgrade their avionics suites in the 

next few years. And the heart of the ADS-B system — 

and the entire in-cockpit avionics suite — is Avidyne's IFD 

Series of Navigators. 

The IFD Series leverages both touch screen and dedicated 

knobs and buttons so you can access the screen with the fewest 

number of keystrokes and the least amount of head-down time. 

The IFD-Series was designed as a slide-in replacement for legacy 

GNS530/GNS430-series systems. A few key differences set 

Avidyne’s IFD series apart from the competition — and it all starts 

with technological leadership and a pilot-centric philosophy.

2017
First certified 
panel-mount GPS 
with integrated 
Synthetic Vision 
(IFD Series)

2014
First to certify integrated WiFi & 
Bluetooth wireless connectivity 
(IFD540) 

Technological break-throughs and
industry firsts are great, but none of this

matters unless they solve real issues
and improve the pilot experience.

At Avidyne, everything we design is with a pilot-centric point of view. 

We have many experienced pilots in our design and engineering 

teams, many of whom have logged thousands of hours in civilian and 

military aircraft. When it comes to developing avionics, our primary 

goal is to ensure that you can find what you need fast, 

letting you keep your head up and in the game.

2014
Avidyne’s first plug-and-play 
GPS/NAV/COM/FMS 
(IFD Series)

The IFD540 is a full-featured 

GPS/FMS/NAV/COM with hybrid touch, 

wireless connectivity, and Synthetic 

Vision built right in.

The IFD550 is the flagship of the IFD Series of Navigators. With 

both out-the-window and in-trail Synthetic Vision and wireless 

connectivity, it gives the pilot the ultimate in situational awareness.

The IFD440 leverages almost all of the 

functionality as the IFD5XX series, but 

with a smaller form factor where panel 

space is at a premium.

1997
First with standalone 
5” MFD (FSD)

2003
First to certify Big Glass Integrated 
Flight Deck for light GA

A HISTORY OF FIRSTS 

Avidyne has been the technology 

leader in general avionics for over 20 

years and we’ve been at the forefront 

of innovation since our inception.

And along the way, we’ve racked

up a number of industry firsts.

The IFD100 iPad app is a mobile application, complementing 

any IFD installation. The app doesn’t just mirror the functions 

of your IFD, but acts as an additional IFD unit. 

FMS/GPS

VHF NAV

VHV COM

3D SVS

ARS + Dynamic SVS

WiFi/BT/FLTA

Radar

Video
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When was the last time you

felt like your technology intuitively

knew what you wanted to do next?

When was the last time you

wished you could skip the menu tree and get to

the screen you wanted with a button push or two?

When was the last time you

bragged about your avionics suite to your friends?

Talk to pilots around the world about why they chose Avidyne and you’ll 

hear a few common themes.

Sure, they turn to us to learn what the future of avionics will look like. 

They’ll point to our ease of use. They’ll even say we’re more focused on 

engineering excellence and product performance than publicity. If that’s 

a character flaw, we’ll take it.

One thing is clear. They’ll tell you that they don't just like us. They love us. 

That's something we’re proud of.

WANT TO READ MORE?

Larry Levin

Dual IFD540 Pilot

Socata Trinidad owner 

JUST LISTEN TO THEM.

Tony Cancel

IFD540 Customer,

Beech Bonanza Owner

“I chose the Avidyne 540 because it’s much more intuitive 

to use. You can get to the different screens much faster. 

My favorite feature is the flight management system. 

Complex clearances are simple to program.”

“The best feature of the Avidyne 540 is the 

ease of entering flight plans. It literally takes 

about a minute to enter it all in and route 

changes take literally seconds too.”  

AMX240

The AMX240 is a full-featured audio 

panel with 6-place VOX intercom and 

added capabilities to monitor standby 

frequencies when paired with an IFD. 

TAS-A SkyTrax100

AXP340

The AXP340 (and AXP322 remote 

transponder) are Mode ES transponders 

that meet the ADS-B 2020 mandate 

(when paired with an approved GPS). 
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The TAS-A puts the pilot's mind at ease by not 

only actively interrogating transponder traffic 

but incorporating the ADS-B data and creating 

an even more accurate picture of threats.

The SkyTrax100 ADS-B receiver brings 

ADS-B traffic and weather onto Avidyne 

MFDs and IFDs.
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ARINC429 Heading Input*

# Targets Displayed

# Targets Tracked

Active Interrogation

VeriTAS™

7nm

N/A

± 3,500

18,500

No

30

50

Yes

No

13nm

20nm

± 5,500

55,500

Yes

30

50

Yes

Yes

17nm

30nm

± 5,500

55,500

Yes

30

50

Yes

Yes

21nm

40nm

± 10,500

55,500

Yes

30

50

Yes

 Yes



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


